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WARNING: TO PREVENT FIRE OR SHOCK HAZARD, DO NOT EXPOSE THIS 
APPLIANCE TO RAIN OR MOISTURE. 


IMPORTANT INFORMATION 

No other Home Entertainment Product has the same serial number as yours. So it’s important that you record the serial number and other vital 
information in the spaces provided below, in case your set is stolen or in case you need a complete description for any other reason. You will 
find the model number, serial number, chassis number, and description on the back of the unit as well as on your owner registration card. 


DATE of PURCHASE 


PURCHASED FROM Store Name 
Store Address Store Phone 


MODEL NUMBER CHASSIS NUMBER 
FCC DATA NUMBER 


SERIAL NUMBER 
DESCRIPTION 
CONSOLE, PORTABLE, COMBINATION, ETC. PECAN, OAK, WALNUT, WHITE, ETC. 


Curtis Mathes 
J1370RG ©. 
21202261 


MODEL NO. 


SERIAL NO. 


# 


a 


CURTIS MATHES CORPORATION NG 


a 

WHO PROVIDES THE WARRANTY 
This Warranty is provided by CURTIS MATHES CORPORATION. 
WHO IS PROTECTED 
This Warranty is extended to the original owner or successive owner of this Curtis Mathes product. 
WHAT IS COVERED AND HOW LONG 
This Warranty covers all the electronics -- including electronic parts, electronic circuit assemblies, electro mechanical assemblies and 
the picture tube (if applicable) -- on this Curtis Mathes product for 4 years from date of original retail purchase. Replacement parts and 
assemblies supplied under this Warranty are warranted only for the remaining portion of the original Warranty period. 
WHAT CURTIS MATHES CORPORATION WILL DO 
Curtis Mathes Corporation will supply, at no charge to the owner, for 4 years new or remanufactured replacement parts and assemblies 
which meet the Curtis Mathes high quality standards to replace parts and assemblies which fail under normal use and service. 
When the failure involves an electronic circuit assembly, an independent Curtis Mathes Home Entertainment Center or other servicer 
will customarily replace the entire assembly without going through the expensive procedure of analyzing and repairing the particular 
part which failed. 

(continued on next page) y 


WHAT THE OWNER MUST DO 
In order to obtain service, the owner is to contact their local Curtis Mathes Home Entertainment Center or other servicer who will 
process this Warranty. 


The owner is responsible to the Curtis Mathes Home Entertainment Center for all trip charges in accordance with the separate warranty 
given by the Curtis Mathes Home Entertainment Center who sold you this product. Ask to see a copy of that separate warranty. 


If service under this Warranty is performed by any servicer other than a Curtis Mathes Home Entertainment Center, the owner is respon- 
sible to that servicer for all trip and service charges. 


WHAT ARE THE EXCEPTIONS 
This Warranty does not apply when the product has been damaged or unreasonably used. This Warranty does not cover cabinet or 
decorative parts. 


This Warranty gives you specific legal rights and you may have other rights which will vary from state to state. 


For further help or information about this Warranty contact: 


CURTIS MATHES CORPORATION 
1411 Greenway Drive 
Irving, Texas 75062 


Serving American Homes 
Since 1899 


INSTALLATION 

Your new Curtis Mathes Component Television 
is compatible for connection with a great number of 
audio and video sources, so install the unit in a 
location that will provide easy connection of these 
systems. Make certain that you provide at least 2” 
free space between the set’s top, back and sides, 
being careful to never block the ventilating openings 
so that proper cooling occurs. Next connect the 
power cord to a 120V AC, 60Hz power outlet. The use 
of an extension cord is not recommended; however, if 
the use of one is necessary, make certain to choosea 
cord of the “polarized” type, so that it will connect with 
the polarized plug of the power cord. Polarized 
means that you may insert the power cord plug into 
the power outlet one way since one blade of the plug 
is wider than the other. Contact your local electrician 
for assistance if you encounter difficulties. 


SIGNAL CONNECTION 

This component television offers input terminals 
for the connection of two separate sources (1 video 
and 1 RF source); selection of these inputs is accom- 
plished at the top front control panel. This means you 
can directly connect two sources, such as a VCR, 
video game, home computers, video disc, etc., and 
select which one you want to view at the touch of a 
button instead of repeatedly connecting and discon- 


necting the varios sources depending on your view- 
ing preference at any given moment. 


VHF/CATV CONNECTION 

Connect the incoming VHF and/or CATV signal to 
the 75 ohm receptacle on the rear panel. Some cable 
broadcasts may be “scrambled”, requiring the addi- 
tion of a channel convertor available to you through 
your Cable company. The output of the converter 
should be connected to the 75 ohm antenna recep- 
tacle on the rear panel of the TV andthe TV should be 
tuned to channel 3. 


UHF CONNECTION 
Connect the incoming UHF signal to the UHF 
terminals on the rear panel. 


VIDEO INPUT TERMINAL CONNECTIONS 
Connect the video output of the equipment (VCR, 
Video Disc, etc.) to the VIDEO INPUT jack on the rear 
panel. Connect the audio output of the equipment to 
the AUDIO IN jack provided at the VIDEO INPUT. 


SELECTING THE DIFFERENT VIDEO AND RF 
SOURCES 

You can connect one RF source (Such as an 
antenna or Cable TV, a VCR, a video disc, etc.) and one 
video source (a home computer, a VCR, etc.) to your 
new Component TV. Then switching between the two 
source inputs is relatively easy..no more need to 
connect and disconnect your various home enter- 
tainment products every time you wish to use a 
different one. 


To view the various sources hooked up into your 
new Component TV, press the POWER button to turn 
your set on. 


To view a TV channel: On the top control panel, 
press the TV/VIDEO button (button should be in the 
“IN” position). Make sure that the green TV indicator 
light on the front panel is illuminated. (If the TV light 
does not illuminate, press that function button once 
again until it is illuminated.) 


To view the source hooked into the VIDEO 
INPUT: On the top front control panel, press the 
TV/VIDEO button so that the VIDEO function is 
illuminated (button should be in the “OUT” position). 


TV OUT JACK 


The TV OUT jack enables you to connect an 
additional TV monitor to increase your viewing capa- 
bilities. This additional monitor will always display a 
picture being tuned by the component TV from the 
antenna VHF or UHF input. 


To connect an additional monitor using the TV 
OUT jack, connect the TV OUT jack on your compo- 
nent TV to the VIDEO IN jack on the set you wish to 
use as the auxiliary monitor. If applicable, connect 
the AUDIO OUT jack to the corresponding AUDIO IN 
jack on the auxiliary monitor. Use the CH UP or CH 
DOWN keys or the remote control to select the 
desired channel. 


LOOP OUT JACK 

The LOOP OUT jack enables you to connect an 
additional TV monitor to increase your viewing 
capabilities. This additional monitor will always re- 
ceive the signal that is being supplied by the source 
connected to the VIDEO IN (i.e. VCR, Video Game, 
etc.). 


To connect an additional monitor using the 
LOOP OUT jack, connect the LOOP OUT jack on your 
component TV to the VIDEO IN jack on the set you 
wish to use as the auxiliary monitor. If applicable, 


connect the AUDIO OUT jack to the corresponding 
AUDIO IN jack on the auxiliary monitor. 


While in the video mode (TV/VIDEO switch set to 
VIDEO) your component TV will display a different 
picture than your auxiliary monitor: Your component 
TV will display whatever video source is connected to 
the VIDEO IN jack; your auxiliary monitor will display 
whatever TV channel is selected at the component 
TV. 


PROGRAMMING CHANNELS INTO THE 
MEMORY 
The tuning system in your new Curtis Mathes 

Component Television allows you to “program in” 

only the channels you want to view, making channel 

selection instant and easy. The AIR/CATV switch 
located on the top front control panel presets the 
tuning system to receive the following: 

AIR POSITION — Receives VHF channels 2- 

13, and UHF channels 14- 

83. 

STD CATV POSITION — Receives VHF channels 2- 
13; Mid Band CATV chan- 
nels A8, A5-A1, A-l; Super 
Band CATV channels J-W; 
Hyper Band CATV chan- 


nels AA-WW. The system 
will not receive UHF 
broadcasts with the 
switch set to this position. 
HRC CATV POSITION — For use with specialized 
cable systems. 
(Check with your local ca- 
ble company or your 
Curtis Mathes Franchised 
Dealer for information on 
cable systems and opera- 
tion with your new televi- 
sion.) 


STEPS TO FOLLOW FOR PROGRAMMING 


Follow these procedures to program in all your 
desired channels, whether VHF, UHF, or CATV, using 
the AIR/CATV switch to select the operating mode. 


1. Turn the set on, and adjust the volume to a 
pleasing level. Place the PRESET/NORMAL 
switch on the top front control panel to PRESET. 
Note that while in preset mode, the VOLUME UP 
becomes ADD and the VOLUME DOWN becomes 
ERASE. 

2. As described previously, set the AIR/CATV to the 
correct position for the channels you desire to 
program into the memory. 


3. Using the CHANNEL UP and CHANNEL DOWN 
buttons, obtain the channel number readout of 
your desired channel. 

4. Now press the ADD button. That channel number 
is now programmed into the set’s memory. This will 
be indicated by the presence of audio. 


Unwanted channels that have been previously 
programmed into your television may be removed 
from the memory as follows: 

1. Follow the previous procedures through step 3, 
obtain the channel number readout of the channel 
to be removed from the set’s memory. 

2. Now press the ERASE button. That channel num- 
ber is now removed from the memory. This is 
indicated by the audio becoming muted. 


Follow this procedure for all channel numbers 
that you wish to remove from the memory. Once your 
programming is complete, make certain to place the 
PRESET/NORMAL switch to NORMAL for everyday 
operation. Channel selection is then accomplished 
by simply pressing the CHANNEL UP or CHANNEL 
DOWN buttons; the tuning system will advance di- 
rectly to your programmed stations, or you may 
directly access your TV channel by pressing the 
channel number buttons on the Remote Transmitter. 


VERTICAL HOLD CONTROL 
If the picture rolls or “flips”, adjust this control to 
stabilize it. 


BRIGHTNESS CONTROL 
Use this control to adjust the overall picture 
highlighting brightness. 


PICTURE CONTROL 

This control adjusts the picture background from 
black through the various shades of gray, changing 
contrast from high to low. 


COLOR CONTROL 
Use this control to increase or decrease the color 
level in the picture. 


TINT CONTROL 

Adjust this control for natural color reproduc- 
tions. Use flesh tones in a color broadcast for setting 
the tint to your preference. 


AUTO COLOR 

This convenient Curtis Mathes feature automati- 
cally adjusts levels of color and tint. Preset circuitry 
provides a perfect color picture every time. To acti- 
vate the AUTO COLOR circuitry, press the AUTO 
COLOR button on the front control panel making 


certain that the green indicator light illuminates over 
this function. 


The color level in the AUTO COLOR control is 
preset at the factory. The preset levels can be 
adjusted, if desired, by using the SUB TINT and SUB 
COLOR controls on the top front control panel. To do 
this, first set the COLOR and TINT controls on the 
lower front edge of set to the center position. Then 
carefully use a flat edge screwdriver to adjust the 
SUB COLOR and SUB TINT controls to suit your 
individual preference. If only a fine adjustment is 
needed use the COLOR and TINT controls on the 
lower front edge of your set. 


REMOTE CONTROL 

The infrared remote control transmitter provided 
with your new Component TV offers the following 
functions: Power ON/OFF, Volume UP/DOWN, Mute, 
Channel UP/DOWN scan, and ten buttons labeled 
numerically for direct access of stations. The use of 
most of these buttons have been covered in previous 
sections. The following is a description of those 
functions not previously explained. 
DIRECT CHANNEL ACCESS 

To select a station in this manner, simply press 
the channel number buttons on the front control 
panel or the Remote Transmitter that correspond 
with the desired station, such as channel 23. To 


select channel 23, the procedure would be press 
button number “2”, then press button number “3”. 
The station is directly accesssed and tuned automati- 
cally. NOTE: A period of approximately 3 seconds is 
provided after you enter the first digit, to enter the 
second digit. If the second digit is not entered within 
the 3 second period, the system will automatically 
tune to the first digit entered, such as “2”. When 
selecting channels 10-19, after entering the “1”, ifthe 
second digit is not entered within the 3 second 
period, the system will automatically return to the 
station last viewed. This is because no channels are 
broadcast as channel “1”. (This will also occur if you 
only enter a “O”.) 


If the desired station has a single-digit number, 
suchas channel “7”, it is optional to enter a“O” before 
entering the number “7”. This procedure is recom- 
mended for all single digit station selections. Single 
digit channels such as “7” may also be selected by 
pressing only the single channel number such as “7”, 
but a 3 second interval will be evident before the 
tuning is accomplished by the system. This method is 
somewhat slower than entering a“O” and then “7”, for 
selecting channel 7, but either method will result in 
your channel selection. 


MUTE BUTTON 

Press this button to temporarily silence the 
sound of the unit, such as when you receive a 
telephone call. A second press of this button returns 
the volume to its original level. 


VIDEO LEVEL 

If the video signal from your video source is too 
strong, adjust. the control in a counterclockwise 
direction for normal picture contrast and brightness. 


VOLUME UP/DOWN BUTTONS 

Press and hold the volume up or down button 
until you reach your desired level of volume loudness 
or softness. 


BATTERY REPLACEMENT 

Install two high-quality “AA” penlight batteries 
into the battery compartment on the back side of the 
transmitter. Be certain to install the batteries accord- 
in to the polarity (+ and —) instructions inside the 
battery compartment. 


REMOVING/ATTACHING THE NON-GLARE 
GLASS SCREEN 

Always handle the sunscreen glass with extreme 
care when removing or attaching it. 


To Remove the Glass 

1. Press firmly below the glass holders securing the 
glass in the upper left and right corners. This action 
will losen tension on the holders and allow you to 
slide the holders inward toward the center of the 
screen. 

2. The glass will now pull slightly forward away from 
the cabinet, allowing you to remove the glass 
holders. 

3. Carefully lift the glass from the stationary lower 
mounts, and place in a secure location until re- 
assembly. 


To Attach the Glass 

1. Gently place the glass in the stationary lower 
mounts and center it in position. 

2. Locate the glass holders in position, placing their 
legs in the grooves in the cabinet. 

3. With the glass holders in the proper position, 
press inward on both the holders and glass simul- 
taneously so that you may slide the holders out- 
ward (away from the center of the screen) to lock 
the glass in position. 


SOUND DEFLECTOR 

An optional snap-on sound deflector is packed 
with your Curtis Mathes Component TV. This plastic 
scoop-shaped accessory can be snapped on to the 
right speaker grill thereby redirecting the sound 
toward the front of the set and enhancing your audio 
enjoyment. 


CABINET CARE 

Use a soft, dry cloth to clean both the cabinet and 
the sunscreen glass and picture tube face. Never use 
harsh or abrasive cleansers. A slightly moistened 
cloth may be used to remove stubborn dirt or smud- 
ges on the glass. 


IF YOU ENCOUNTER DIFFICULTIES... 
Feel free to contact the Curtis Mathes Fran- 
chised Dealer from whom you purchased your set. 


CURTIS MATHES CORP. 
P.O. Box 223607 
Dallas, TX 75222 


YN00025 
PRINTED IN JAPAN 


78051962 


